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Twist throttle kit part # 813789 includes 

1. Throttle cable 

2. LH grip 

3. RH throttle grip 

4. Throttle holder 

5. Drill indicator paper 

6. Instruction sheet 

Remove both throttle grips and remove all adhe-

sive residue from the handlebar surface. 

 Remove the 2 Phillips head screws from the throt-

tle cover to access the throttle cable. 

Remove the throttle cable end from the holder and 

loosen the 5 mm Allen head bolt from throttle as-

sembly so it is loose on the handlebars as shown in 

Figure 2. 

Figure 2 Figure 1 

Remove the 12mm bolt from the throttle plate.  

The thumb throttle will slide out from the bot-

tom of the housing. Slide the entire brake hous-

ing as far to the left so it presses against the 

electronic shift button as shown in Figure 3. 

Install the throttle cap and the (2) Phillips head 

screws. 

Figure 3 
Figure 4 

With the brake housing pushed to the far left, 

measure the distance from the cap to the end of 

the handlebars. You should have a measurement 

of 7.5ò or more to allow for the new twist throttle 

grip.  

Position the brake lever for the comfort of the 

rider and tighten the 5mm allen head bolt to 

tighten the complete assembly. 
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Tape the template on the handlebars with the arrow 

pointing toward the seam in the throttle housing  as 

shown in Figure 5. 

Figure 6 

Using a 4.9mm drill bit, drill a hole into the han-

dlebar on the underside of the template marked 

by a circle as shown in Figure 6. 

Figure 7 Figure 8 

Locate the throttle cable on the carburetor. It is lo-

cated on the RH side of the engine if you are sitting 

on the bike.  

To make it easier to gain access to cable, it may be 

necessary to remove the RH fan cover shroud. Re-

move the 3 Phillips head screws holding the shroud in 

place to remove the shroud. 

Remove the rear locking nut. 

Pull the cable toward the rear of the bike to release it 

from the holder. Then, rotate the cable to release the 

ball end from the carburetor holder as shown in  

Figure 8. 
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Remove the old throttle cable. Be sure to route 

the new cable in the same position on the bike.  

Install the new cable into the new throttle piece 

provided in the kit. Thread the cable into the 

holder and tighten the 14mm locking nut. 

Install the ball end of the throttle cable into the 

twist throttle.  

Slide the throttle grip onto the handlebar and 

align the brass fitting (shown in Figure 10) into 

the hole that was drilled into the handlebar. 

Figure 10 Figure 9 

Install the throttle cap and tighten the (1) Phillips 

head screw shown in Figure 11. 

Figure 11 Figure 12 

With the new throttle routed, install the cable to 

the carburetor in reverse order of Figure 8. 

Tighten the locking nuts. 

Check for proper operation of the throttle and 

the cable. 
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